P\ L400, L500 & L700

@& Losone Select Ceiling Mount Ventilators

ADVANCING

VENTILATION"

Incredibly reliable. Unbelievably quiet.

Offering the CFM choices you need at the lowest sound levels in the industry.

FEATURES:

Grill:

* Conceals interior

* Low profile styling blends with any decor
* Metal, finished with white painted enamel

amca S&P USA Ventilation Systems, LLC., Div. of Soler &

BIOWGI’Z Sominen Palau Ventilation Group, certifies that the Losone
RATINGS . . N

. . Select Series shown herein are licensed to bear the

° I_OW RPM for q 8] |et Ope rohon SOUAD AMCA Seal. The ratings shown are based on test and

D swondIR procedures performed in accordance with AMCA

Publication 211 and AMCA Publication 311 and
comply with the requirement of the AMCA Certified
B\ Ratings Program.

* Resilient anti-vibration mounts
* Balanced, polymeric, centrifugal blower wheel

for quiet, efficient Performo nce @ cULus listed for use over bathtubs and showers when
. c us connected to a GFCl protected branch circuit.
* Permanently lubricated, thermally protected motor LISTED

* Plug-in motor rated at 120 VAC

* Designed for continuous operation

. WEIGHT:
Housing:
* Rugged, 20 gauge galvanized steel MODEL NO. | SHIPPING WEIGHT
* 4" x 18%" duct connector L400 33.8 Ibs.
* 1/2" acoustic insulation inside L500 33.8 Ibs.
* May be installed in ceiling or wall (size permitting)
L700 33.9 Ibs.

* 8-position mounting brackets for easy installation and
greater adaptability to various mounting requirements ~

* Automatic backdraft damper located within duct connector DIMENSIONS: / |E

* Factory-shipped in horizontal discharge position - easily ) o
converted to vertical discharge dﬁ::/: cgn]ni]ftor

TYPICAL SPECIFICATION: \K
Ventilator shall have galvanized steel housing insulated

with at least 1/2” of acoustic insulation. Housing to have
adjustable mounting brackets.

Automatic backdraft damper to be located within duct |
connector. Duct connector, blower assembly and wiring

plate shall be adjustable for either horizontal or vertical

installation.

Blower unit shall be removable from housing and will
have a polymeric, dynamically balanced centrifugal-type
blower wheel. Motor to be permanently lubricated and
mounted with resilient anti-vibration mounts. RPM not

to exceed number listed for each model.

Air delivery shall be no less and sound levels no greater

than listed for each model. All air and sound ratings
shall be certified by AMCA. Units to be cULus listed.

Soler&PaIau\

All specifications are subject to change without notice unless approved in submittal by S&P. Ventilation Group
L400-L500-L700_Submittal_07132023



P\ L400, L500 & L700

@& Losone Select Ceiling Mount Ventilators

ADVANCING
VENTILATION"

PERFORMANCE RATINGS:
AMCA LICENSED PERFORMANCE RATINGS

CFM,/SONES - AT STATIC PRESSURES (Ps - inches of H20)
MODEL | NOMINAL NOMINAL | AMPS @ |\
NO. | VOLTAGE 0.0 | 10" | 125" | 250" | 375" | 50" | 625" | 750" | .875" | 1.0 | RPM | 6OHz
Ps Ps Ps Ps Ps Ps Ps Ps Ps Ps
CFM Hor. | 480 | 442 | 434 | 388 | 344 | 299 | 229 | 182 | 114 | -
735 14 | 146
SomesHor. | 2.0 | 2.4 | 2.3 | 2.8 | 33 |38 | 45 | 48 | 54 | -
1400 | 120 VAC
CFM Ver. | 467 | 428 | 416 | 378 | 335 | 291 | 237 | 170 | 85 | 8
755 1.4 | 146
SonesVer. | 2.3 | 2.6 | 26 | 3.0 | 35 | 40| 51 | 55 | 57 | 59
CFM Hor. | 538 | 520 | 514 | 491 | 463 | 434 | 389 | 339 | 282 | 186
810 22 | 232
SonesHor. | 3.0 | 3.1 | 3.3 | 3.6 | 40 | 44| 50 | 57 | 62 | 67
L500 | 120 VAC
CFM Ver. | 539 | 517 | 512 | 481 | 451 | 418 | 367 | 319 | 247 | 137
865 22 | 232
SomesVer. [ 29 | 31 | 3.2 | 3.4 | 38 |42 | 48 | 59 | 63 | 6.4
CFM Hor. | 722 | 704 | 701 | 667 | 640 | 607 | 571 | 534 | 453 | 333
960 29 | 313
SonesHor. | 4.5 | 46 | 47 | 48 | 50 | 52| 56 | 62 | 71 | 72
L700 | 120 VAC
CFM Ver. | 708 | 691 | 687 | 658 | 628 | 597 | 560 | 515 | 444 | 312
985 29 | 313
SonesVer. | 5.2 | 5.0 | 50 | 57 | 58 | 61| 64 | 74 | 71 | 76

Performance ratings include the effects of inlet grill and backdraft damper in the airstream. Speed (RPM) shown is nominal. Performance is based on
actual speed of test. The sound ratings shown are loudness values in fan sones at 5 (1.5m) in a hemispherical free field calculated per AMCA Std.
301. Values shown are for Installation Type B: free inlet fan sone levels. Performance shown is for Installation Type B: Free inlet, Ducted outlet.

amca S&P USA Ventilation Systems, LLC,, Div. of Soler & 1.00
g?l"‘l"l?lul‘llzm Palau Ventilation Group, certifies that the Losone
Select Series shown herein are licensed to bear the N
SOUAD AMCA Seal. The ratings shown are based on test and 0.90
rovonfIR procedures performed in accordance with AMCA
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B Ratings Program. g \ \ \
. 0.70 <
cULus listed for use over bathtubs and showers when pd .
c us connected to a GFCl protected branch circuit. = I
@) =
LISTED W 0.60 \ 3
[n'a o
2
o 0.50 \
@ \ '
oz 0.40 o \
o o \
Q 0.30
l_
|<£ 0.20
0.10 \ \ \
0.00

0 80 160 240 320 400 480 560 640 700
AIR FLOW RATE (CFM) Soler&Palau\

All specifications are subject to change without notice unless approved in submittal by S&P. Ventilation Group
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ACCESSORIES
@&p\ Losone Select Series

ADVANCING
VENTILATION"

.
1
|

Blf}

Model 441 Wall Cap
*  Gravity dampers

* Collar with birdscreen for attaching 10" round duct
¢ Steel construction with aluminum louvers

Model 641 Wall Cap

*  Aluminum natural finish

* Built-in backdraft damper & birdscreen
* For " round duct

Model 634 Roof Cap

* Black electrically - bonded epoxy finish
* Built-in backdraft domper & birdscreen
* For31/4"x 10" or up to 8" round duct

All specifications are subject to change without notice unless approved in submittal by S&P.

L400-L500-L700_Submittal_07132023

Model 643 Wall Cap

e Aluminum natural finish

* Built-in backdraft doamper
e For 8" round duct

Model 636 Roof Cap

* Black electrically - bonded epoxy finish
* Built-in backdraft damper & birdscreen
* For 3" or 4" round duct

Soler&PaIau\

Ventilation Group



ACCESSORIES
ks&P\ Losone Select Series

ADVANCING
VENTILATION®

Speed Control Model MG 1 Metal Grille Kit
*  Adjust speed from 100 to 50% *  White enamel painted steel
*  5amp & 10 amp - 120V *  Mounting screws included

e Fits L100, L150, L200, 1250 & L300

Models RD1 & RD2 Radiation Dampers
e Ulrated forusein 1,2 or 3 hour rated floor-ceiling, roof-ceiling design
*  Galvanized steel frame
e High temperature, non-asbestos, reinforced fiberthermal fabric
o 212°Ffusible link
e Stainless steel negator-type closure spring
e RD1({121/2"X121/2") fits L100 - L300
e RD2(21 3/4" X121 /2") fits L400 - L700

LOSONE SELECT CEILING MOUNT | [OSON E&%,Zg; IN-LINE/
OPTIONAL ACCESSORY
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Soler&PaIau\
All specifications are subject to change without notice unless approved in submittal by S&P. \Ventilation Group
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p\ L400L, L500L & L700L

@& Losone Select Inline/Cabinet Ventilators

ADVANCING
VENTILATION"

Incredibly reliable. Unbelievably quiet.
Offering the CFM choices you need at the lowest sound levels in the industry.

FEATURES:

Blower:

* Low RPM for quiet operation

* Resilient anti-vibration mounts

* Dynamically-balanced, polymeric, centrifugal blower
wheel for quiet, efficient performance e,

* Permanently lubricated, thermally protected motor W

* Plug-in motor rated at 120 VAC 4

* Designed for continuous operation

Housing: cus

* Rugged, galvanized steel

S&P USA Ventilation Systems, LLC., Div. of Soler &
Palau Ventilation Group, certifies that the Losone
Select Series shown herein are licensed to bear the
SOUAD AMCA Seal. The ratings shown are based on test and
swondIR procedures performed in accordance with AMCA

Publication 211 and AMCA Publication 311 and
comply with the requirement of the AMCA Certified
B\ Ratings Program.

. LISTED

* 4" x 18%" duct connectors WEIGHT:
* May be installed in ceiling or wall (size permitting) MODELNO. | SHIPPING WEIGHT
* 8-position mounting brackets for easy installation and L400L 339 |bs.

greater 9doptobl|l’ry to various mounh'ng. requirements L500L 33.9 |bs.
* Automatic backdraft damper located within duct connector

F . . . . . L700L 34.0 Ibs.
* Factory-shipped in horizontal discharge position
* Removable panel allows easy access to the motor

without disturbing ductwork

DIMENSIONS:

TYPICAL SPECIFICATION:

Ventilator shall have galvanized steel housing. Housing L L
to have adjustable mounting brackets and removable j'/Q x 1872
uct connector

panel to allow access to motor without disturbing ductwork. \

Automatic backdraft damper to be located within duct
connector. Duct connector, blower assembly and wiring
plate shall be adjustable for either horizontal or vertical
installation.

Blower unit shall be removable from housing and will
have a polymeric, dynamically balanced centrifugal-type
blower wheel. Motor to be permanently lubricated and
mounted with resilient anti-vibration mounts. RPM not

to exceed number listed for each model.

Air delivery shall be no less and sound levels no greater

than listed for each model. All air and sound ratings
shall be certified by AMCA. Units to be cULus listed.

Soler&PaIau\

All specifications are subject to change without notice unless approved in submittal by S&P. Ventilation Group
L400L-L500L-L700L_Submittal_04122022



p\ L400L, L500L & L700L

‘s& Losone Select Inline/Cabinet Ventilators

ADVANCING
VENTILATION"

PERFORMANCE RATINGS:
AMCA LICENSED PERFORMANCE RATINGS
CFM/SONES - AT STATIC PRESSURES (Ps - inches of H20)
MODEL | NOMINAL NOMINAL | AMPS @ WATTS
NO. | VOLTAGE 0.0” | 10" | 125" | 250" | .375" | 50" | .625" | 750" | .875" | 1.07 | RPM | 60Hz
Ps Ps Ps Ps Ps Ps Ps Ps Ps Ps
CFM St. Thr. | 450 | 415 | 406 | 360 313 | 271 | 223 167 90 6
775 1.4 146
Sones St. Thr. | 1.4 | 1.6 1.6 19 22 | 26| 29 3.4 3.6 | 3.9
L400L | 120 VAC
CFM Rt. Ang. | 442 | 415 | 408 372 336 | 296 | 239 193 m 28
875 1.4 146
SonesRt.Ang.| 1.6 | 1.7 | 1.7 2.0 24 | 26 | 31 3.4 | 39 | 41
CFM St. Thr. | 546 | 526 | 519 496 472 | 447 | 407 | 364 | 306 | 232
890 2.2 232
Sones St.Thr. | 2.4 | 2.4 | 3.4 3.7 39 | 38| 39 4.0 43 | 4.3
L500L | 120 VAC
CFM Rt. Ang. | 528 | 516 | 513 494 470 | 446 | 415 389 | 334 | 247
990 2.2 232
SonesRt.Ang. | 2.9 | 3.8 | 3.4 3.7 35 | 3.6 | 39 4.0 42 | 4.4
CFM St. Thr. | 704 | 686 | 681 656 631 | 604 | 575 533 | 480 | 412
1090 2.9 313
Sones St. Thr. | 3.6 | 3.8 | 3.7 3.9 4.0 | 42 | 43 4.4 47 | 5.0
L700L | 120 VAC
CFM Rt. Ang. | 680 | 667 | 663 644 621 594 | 557 513 440 | 342
1205 29 313
SonesRt. Ang. | 5.0 | 5.0 | 5.0 53 52 | 51 5.3 55 54 | 55

Performance ratings include the effects of backdraft damper in the airstream. Speed (RPM) shown is nominal. Performance is based on actual speed of test.
The sound ratings shown are loudness values in fan sones at 5’ (1.5m) in a hemispherical free field calculated per AMCA Std. 301. Values shown are for
Installation Type D: Ducted inlet, Ducted outlet. Ratings do not include the effect of duct end correction. Performance ratings include the effects of 18 feet of
round inlet duct and, if needed, a rectangular to round duct transition in the airstream. Performance shown is for Installation Type D: Ducted inlet, Ducted outlet.

amca S&P USA Ventilation Systems, LLC., Div. of Soler & 1.00
o Palau Ventilation Group, cerfifies that the Losone
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All specifications are subject to change without notice unless approved in submittal by S&P. \Ventilation Group
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ACCESSORIES
@&p\ Losone Select Series

ADVANCING
VENTILATION"

.
1
|

Blf}

Model 441 Wall Cap
*  Gravity dampers

* Collar with birdscreen for attaching 10" round duct
¢ Steel construction with aluminum louvers

Model 641 Wall Cap

*  Aluminum natural finish

* Built-in backdraft damper & birdscreen
* For " round duct

Model 634 Roof Cap

* Black electrically - bonded epoxy finish
* Built-in backdraft domper & birdscreen
* For31/4"x 10" or up to 8" round duct

All specifications are subject to change without notice unless approved in submittal by S&P.

L400L-L500L-L700L_Submittal_07132023

Model 643 Wall Cap

e Aluminum natural finish

* Built-in backdraft doamper
e For 8" round duct

Model 636 Roof Cap

* Black electrically - bonded epoxy finish
* Built-in backdraft damper & birdscreen
* For 3" or 4" round duct

Soler&PaIau\

Ventilation Group



SP

ADVANCING
VENTILATION®

Speed Control
*  Adjust speed from 100 to 50%
e Samp & 10 amp - 120V

ACCESSORIES

Losone Select Series

Model MG 1 Metal Grille Kit
*  White enamel painted steel
*  Mounting screws included

e Fits L100, L150, L200, 1250 & L300

Models RD1 & RD2 Radiation Dampers

UL rated for use in 1, 2 or 3 hour rated floor-ceiling, roof-ceiling design
Galvanized steel frame

High temperature, non-asbestos, reinforced fiberthermal fabric

212" F fusible link

Stainless steel negator-type closure spring

RD1 (12 1/2" X 12 1/2") fits L100 - L300

RD2 (21 3/4" X 12 1/2") fits 1400 - L700
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All specifications are subject to change without notice unless approved in submittal by S&P.
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